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FUEL-REQUIREMENTS
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The Alfa Romeo injection engine has a rather low octane re-
quirement considering its performance and fuel economy.
For your 2000 you can use a high quality 91 R.O.N. (research
octane number) gasoline performance and information sys-
tem. Your engine is quite insensitive to lead content and
you may use «no» or «low» lead fuels. Always refuel
from pumps displaying one of the symbols shown at left.
Gasolines of a number higher than 2 can be used. Never
use gasoline with antiknock ratings lower than 2 or 91
R.ON. otherwise damaging detonation or «knock» may
occur. This « knock » occurs mainly at full throttle. This
characteristic metallic rapping noise is audible only at low
RPM. It cannot be heard at high RPM, in the range where
piston damage occurs quickly. Because anti-knock ratings
are not always significant of actual road octane require-
ments, you may experience «knock »; if so, try another
brand of gasoline. In case of prolonged or persistent
« knock » go to your dealer immediately. Alfa Romeo can-
not warranty damage due to « knock » since it is misuse.

WARNING :

The Clean Air Act, as amended, provides in sect. 203 that tampering
with emission related components or specifications is prohibited.

« Tampering » can be defined as any operation performed that caus-
es any change in the specifications contained with in this owner’s
manual and in the maintenance manual.

All Alfa Romeo vehicles are certified and are controlled to insure that
they meet these specifications when they leave the factory. Vehicles
being out of specification due to maladjustment or modification will

usually exceed established emission standards for that vehicle, as
well as consume excessive fuel. The specifications contained in thisj
manual have been furnished to Federal and State Environmental
Control Agencies, and are those which are used in surveillance prcfi
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The Alfa Romeo Spider Veloce® provides superb

Lnkg any true sports car, the Spider has alow center of
gravity and a low profile. Because road surfaces in some

| areas are not consistently smooth, it is important to

| \avoid potholes and debris or damage may occur



The operation and maintenance instructions con-
tained in this manual, particularly as far as the
efficiency of the fuel injection system is concerned,

MUST BE CAREFULLY OBSERVED

by every owner who desires to get the best from
his vehicle and to ensure a long life for every
component.

Owners are recommended, in their own interest,
to entrust all maintenance and repair work to an
authorized Alfa Romeo Dealer as such Dealers are
equipped with the proper tools and staffed by
specially trained mechanics.

Owners are reminded that Alfa Romeo cannot be
responsible for any errors made by unauthorized
service stations or for any damage resulting from
the use of nongenuine spare parts and/or lubri-
cants other than those indicated.

ALFA ROMEO CUSTOMER SERVICE

The data relating to weights, consumptions and speeds are approximate
only: Alfa Romeo reserves the right to change without notice any feat-
ures and data given in this book. Some of the equipments are optional
extras. Refer to price list for a comprehensive list of optionals.
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WARRANTY AND LIMITATION OF LIABILITY FOR
NEW 1975 MODEL PASSENGER CARS

Warranty period: Alfa Romeo warrants this vehicle for
12 months or 12,000 miles, whichever occurs first, ac-
cording to the following terms.

What is covered by the warranty: any part of this vehi-
cle manufactured or supplied by Alfa Romeo (except
tires) found defective in material or workmanship.

Warranty start date: the warranty starts on the datc
of sale to the original retail purchaser or on the date
this vehicle is originally placed in service, whichever
occurs first.

Obtaining warranty service: warranty service will be
provided by the Selling Dealer at his place of business.
The Selling Dealer will repair or replace, at Alfa Romeo's
option, the defective part whithout charge for parts or
labor.

In the event the owner cannot return to the Selling
Dealer (the Selling Dealer has ceased to do business
as an authorized dealer or the owner is travelling, has
moved or is living in a different locality and cannot
return to the Selling Dealer), the owner may obtain
warranty service at any authorized Alfa Romeo dealer-
ship.

WHAT IS NOT COVERED BY THE WARRANTY

This warranty will not apply to:

B any vehicle on which the odometer mileage is altered;

B normal maintenance services (as outlined in the
Owner’s manual supplied with this vehicle) and the
parts used in connection with such services;

8 damages resulting from modifications, alterations, or
tampering;

B repairs necessitated by accident, abuse, negligence
or racing;

@ loss of use of the vehicle, loss of time, inconvenience
or other consequential damages.

THIS WARRANTY IS IN LIEU OF ANY OTHER WAR-
RANTIES OR CONDITIONS, INCLUDING MERCHANT-
ABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
THE REMEDIES UNDER THIS WARRANTY ARE
EXCLUSIVE AND ALFA ROMEQ NEITHER ASSUMES
NOR AUTHORIZES ANYONE TO ASSUME FOR THEM
ANY OTHER OBLIGATION.

Tires: tires originally installed on new passenger cars are
warranted separately by the tire manufacturer and not
by Alfa Romeo.

Although the specific terms of these warranties will dif-
fer, generally tire manufacturers guarantee their tires for
the life of the original tread against defects in material
and workmanship and failure caused by normal road
hazards such as blow-outs, fabric breaks, cuts, bruises
and snags. These guarantees do not cover damage or
failure caused by punctures, running flat, fire, wrecks,
chain cuts, irregular wear, abuse, etc. Generally these
guarantees provide that any tire determined to be de-
fective or damaged within the terms of such guarantee
will be repaired or replaced at the tire manufacturer’s
option. If replacement is made, the owner must pay the
tire manufacturer’s current adjustment base price plus
transportation charges and taxes for such tire less a
pro rata allowance based on the amount of the original
tread remaining on the tire replaced. In some instances,
the owner must also pay a service charge.

Warranty services pertaining to tires may be obtained
from an authorized service station of the tire manufac-
turer or an authorized Alfa Romeo dealer providing such
services. If necessary, an authorized Alfa Romeo dealer
will assist an owner in requesting an adjustment.

The foregoing guarantees specifically provide that they
do not cover consequential damage and that they are
the only guarantees issued by the tire manufacturers.




EXAMPLES OF ITEMS NOT COVERED BY WARRANTY

Items, such as the following, normally are not considered
defects in material or workmanship and, as such, nor-
mally are not covered by the warranty. Accordingly the
cost of such items are owner responsibility unless re-
quired as a result of a defect in material or workmanship.

B Routine maintenance services such as oil changes.
tuneups, front end alignment, wheel balancing, rotat-
ing of tires, brake and clutch adjustments, lubrica-
tion, winterization, coupon services.

B Replacement of items such as spark plugs, fuel, air,
or oil filters used in connection with routine main-
tenance services.

B Repairs necessitated by accident, abuse or negligence.

B Repairs required as a result of failure to perform the
maintenance services specified in the Owners Manual
supplied with this vehicle.

B Repairs required as a result of modifications not rec-
ommended or approved by Alfa Romeo.

B Normal wear or deterioration of such items as hoses,
belts, upholstery, soft trim, bright metal parts (i.e.,

grille, mouldings and bumpers), windshield wiper
blades, brake lining, clutch lining, paint.

B Repairs required as a result of racing, sustained high
speed use, acceleration trials, wide open throttle op-
eration, high speed acceleration or shifting trasmis-
sion gears at high engine RPM, negligent operation,
accident, abuse.

B Adjustment of such items as trasmission linkage,
controls or bands, brakes and clutch.

B Loss of engine oil, lubricant, anti-freeze or refrigerant.
B Removal of engine carbon or sludge.
B Repairs required as a result of hauling trailers.

Also, Alfa Romeo assumes no responsibility for loss of
use of the vehicle, loss of time, inconvenience or other
consequential damage including but not limited to, ex-
pense for gasoline, telephone, travel, lodging, loss or dam-
age to personal property or loss of revenues.




EMISSION CONTROL SYSTEM WARRANTY

The fuel injection system for the 2000 and Alfetta models
has been designed not only to attain high performance
and low fuel consumption but also to keep the exhaust
emissions below the levels allowed by U.S.A. regulations.
The low exhaust emissions have been obtained by im-
proving the fuel distribution and combustion and provid-
ing devices to burn the unburned gases downstream
of the exhaust valves.

Simple and efficient systems for controlling crankcase
and evaporative emissions are fitted.

Of course, even with the mentioned systems fitted to the
2000 and Alfetta models, the emissions will not continue
to meet Federal and State regulations unless the owner
himself provides to have the prescribed servicing carried
out by authorized Alfa Romeo Dealers and provided that,
when remedying troubles or performing any mainte-
nance work on engine or fuel feed systems, the fac-
tory prescribed procedures are strictly followed.

Alfa Romeo warrants to the ultimate purchaser and each
subsequent purchaser that the vehicle is designed, built,
and equipped so as to conform at the time of sale with
all U.S. emission standards applicable at the time of
manufacture and that it is free from defects in materials
and workmanship which would cause it not to meet
these standards within the period of 5 years or 50,000
miles, whichever occurs first. Failures, other than those
resulting from defects in material or workmanship,
which arise solely as a result of owner abuse and/or
lack of proper maintenance are not covered by the
warranty.

To obtain this service the owner must submit written
receipts or routine maintenance book for services ob-
tained that will verify the vehicle has been maintained
according to the written instructions issued by Alfa Ro-
meo to assure proper functioning of emission control
devices and systems on the vehicle.

This warranty is the only warranty in addition to the
standard Alfa Romeo warranty in the routine mainte-
nance book or owner’s manual applicable to the vehicle
and is expressly in lieu of any warranty or conditions
implied in law pertaining to emission or emission con-
trol systems.

The remedies under this warranty shall be the only re-
medies available to the owner of the vehicle or any
other person, and neither Alfa Romeo S.p.A. or A.R.Inc.
nor the authorized selling dealer assumes any other
obligation or responsibility with respect to the condi-
tion of the vehicle, and neither assumes nor authorizes
anlyone to assume for any of them, any additional lia-
bility..

Federal Law prohibits manufacturers and dealers from
knowingly removing or rendering an emission control
system inoperative or ineffective after sale and delivery
to an ultimate purchaser.

§8 Lex Rorreo-




SERVICE NETWORK

The Alfa Romeo Services are listed in the Guide sup-
plied with every vehicle. In any event rely on your Alfa
Romeo Dealer displaying the shield with the Alfa Ro-
meo emblem and name.

ROUTINE MAINTENANCE BOOK

Alfa Romeo take steps to ensure the optimum perform-
ance of their cars by providing Owners with special
services during the entire life of their vehicles.

The Routine Maintenance Book, supplied with every new
vehicle, explains the conditions that govern the provi-
sion of Alfa Romeo Services and the replacement of dam-
aged parts during the period covercd by the warranty.

Every Owner of an Alfa Romeo vehicle is supplied with
two coupons covering certain free maintenance during
the warranty period, and they must use these coupons
on completion of the mileage as stated thereon.

It is important that the Routine maintenance book be
filled in properly following each routine service. It is a
log of maintenance performed on your Alfa Romeo and
is subject to inspection. See page 5 for evidence of com-
pliance requirement.

The labor cost of the maintenance work listed on the
1000 mile and 5000 mile coupons is free, but the lubri-
cants and the filtering elements used are at the Owner’s
expense. Any work not covered by free coupons but
found necessary during the inspection will be subject
to the General Terms of Warranty. The coupons should
be used whenever possible at the shop of the Dealer
that sold the car during his normal working hours.

WHAT TO DO IF YOU HAVE A COMPLAINT

Your dealer is the most important link between you and
Alfa Romeo. You are his customer and he is vitally in-
terested in you. Even so, it is possible that a misunder-
stand may arise regarding service or warranty. If it
happens that you have a problem with your dealer you
should:

B First: Talk it over with the general manager or own-
er of the dealership. Chances are the problem will
be resolved right away.

B Second: if your dealer can’t solve the problem phone
the Alfa Romeo divisional office nearest you and ask
for the Service Representative calling on your deal-
er. He'll work with you and the dealer together... in
person, if necessary.

B Third: If for some reason there still has been no so-
lution, contact Owner Relations at either Alfa Ro-
meo divisional office.

WESTERN DIVISION

Alfa Romeo, Inc.

215 Douglas Street South
El Segundo

California 90245

(213) 772-4414

EASTERN DIVISION
Alfa Romeo, Inc.
250 Sylvan Avenue
Englewood Cliffs
New Jersey 07632
(201) 871-1234




HOW TO USE YOUR CAR
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To engage the REVERSE merely
shift the lever from neutral (F)
as shown.




CONTROLS

Ram air vent

Instrument cluster

Windshield wiper and washer

pump switch

« Fasten Seat Belts»

light.

Windshield demisting outlets.

Glove compartment.

Hood emergency release.

Hood release.

Headlamp. dimmer and flashing

switch.

10 Direction indicator switch.

11 Hand throttle.

12 Fusebox.

13 Dimmer for Hazard light and
heater control panel light (light-
ing only when parking lights are
on).

14 Horn.

15 Clutch.

16 Wheel rack adjustment lever.

17 Brake.

18 Tripmeter reset.

19 Accelerator.

20 Handbrake (for emergency and
parking).

21 Heated rear window switch.

22 Road hazard light switch.

23 Cigarette lighter.

24 Gearshift lever.

25 Ignition switch & antitheft.

26 Ash tray.

27 Provision for radio.

28 Blower switch.

warning

Voo~ & WO NI —

29 Ventilation and heater control

panel.
30 Parcel shelf.

20
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Dimmer for instrument lights: to
increase instrument light bril-
liance turn knob clockwise.
Low fuel pressure warning light.
Alternator warning light.
Direction indicator warning light
Blower warning light.
Handbrake, low brake pressure
and fluid level warning light.
Coolant temperature warning
light.

Tachometer.

Oil pressure gauge.

Fuel reserve warning light.
Fuel level indicator.

Clock.

Clock reset.

Coolant temperature indicator.
Speedometer.

Parking light warning.
Headlamp high beam warning
light.

Tripmeter. (push knob up and
turn clockwise to reset).
Odometer.
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Ignition and
antitheft key

Symbol

Symbol .

Key to driver’s and
passenger’s door, trunk lid

KEYS

Keep a record of the symbol stamped on the key handle. Write it
here, and also on the back of your owner service card.

When ordering duplicate keys, please quote the symbol.

STARTING THE ENGINE

Place the gearlever in neutral. Fasten the seat belts. Failure to
fasten the driver's seat belt will activate the reminder buzzer and
the « Fasten Seat Belts » warning light.

Insert the key in the ignition switch and turn it clockwise to the
MAR. position (ignition « on ») make sure the low fuel pressure warn-
ing light goes off after having flashed on.

Wait a few moments and then turn the ignition key further clock-
wise to AVV. to operate the starter.

As soon as the engine fires release the key.

If the engine fails to start, the key must be returned to STOP and
the operation repeated.

NOTE

If the warning light does not flash on or stays on, this is an indication
of failure of the indicating device or fuel feed system; therefore have
them checked as soon as possible by an authorized Alfa Romeo
Dealer.

When opening driver’s door, a suitable buzzer will alert you, if the
key has been left in the ignition switch.

STOPPING THE ENGINE

Return the key counterclockwise to STOP. In such a position the
ignition is «off ». The key can be withdrawn only in STOP position.
When the key is withdrawn it is no longer possible to rotate the
steering wheel.

Never withdraw the key before the car has come to a complete
stop as the « steering lock » condition may occur.

ANTITHEFT - STEERING LOCK

By withdrawing the key (when in STOP position and steering wheel
spokes balanced for straight ahead direction), the steering is locked:
to release the lock easier slightly rotate the wheel in both directions.




1 - DIRECTION INDICATORS

Move the lever:

— up, to signal a right turn;
— down, to signal a left turn.

The warning light on instrument panel will flash on-and-off.

EXTERNAL LIGHTING

2 - Flashing

Pull up the knob irrespective of the position of the switch lever.
Flashing is possible even when parking lights are off.

3 - Parking lights and license plate ligth

To switch them on turn the knob to the first notch toward the in-
strument panel. The warning light in panel will light up.

4 - Low or high beams

Turn the knob forward to the second notch: if the lever is up the
low beams come on (no flashing); if down, the high beam and the
respective warning light come on (the low beams also stay lit).
The movement of the lever up and down allows the light to be dim-
med or returned to high beam.

5 - Windshield wiper
The two-speed wiper is controlled by a switch lever which has three
positions:

— Lever up: wiper is off.
— Lever at the center: wiper operates at normal speed.
— Lever down: wiper operates at high speed.

6 - Windshield washer
To operate the electric washer pump pull the switch lever toward
steering wheel.

11




12

PRECAUTIONS

BREAKING IN

To allow the various parts of the car, particularly the
engine, transmission and differential, to settle in grad-
ually, a breaking in period is necessary, during which
maximum performance must not be demanded of the car.

RECOMMENDATIONS FOR THE FIRST 1000 MILES

Maximum engine speed
during breaking in period Cold starting:

— before using the vehicle, run
the engine for a few minutes

Mileage

reading r.p.m. at low revs.
While driving:
3500 — do not drive at max. recom-
mended speeds for long pe-
Up to 300 Hods:

— never fully depress the acce-
lerator pedal;
— now and then release the ac-
celerator pedal;
— avoid full and extended brak-
f{gr?o%? 4500 ing during the first 600 miles.

Note: The same recommendations apply also in the case of engine
reconditioning involving replacement of cylinder barrels, pistons,

piston rings and bearings.

1,000 MILE FREE SERVICE COUPON

Have the lubrication and maintenance operations of
1000 mile free service coupon in the routine maintenance
book carried out by an Alfa Romeo Dealer.

STARTING ENGINE FROM COLD

When starting from cold in winter, it is necessary to
press the clutch pedal down fully.

Automatic devices, besides doing away with the conven-
tional choke, facilitate the initial running of engine after
a cold start, allow a faster warming up of the engine and
improve driveability.

As an aid in starting from cold, depress, partially and
progressively, the accelerator pedal. After a cold start
and particularly when the ambient temperature is below
freezing point, wait 3 minutes at 1500 RPM before getting
away so as to warm up properly all engine parts and
allow the oil to reach all points requiring lubrication.

Do not accelerate the engine until it has warmed up,
since when the engine is cold the oil cannot reach all
points requiring lubrication.

Top performance must never be demanded of the car
until coolant temperature is at least 160°F.

STARTING ENGINE WHEN HOT

When the engine is already hot or with very high ambient
temperatures (above 77 °F) slowly depress the accelerator
pedal to facilitate starting.

ENGINE DOES NOT START

If the engine falls to start, look for the cause as follows:

B the battery charge may be too weak to rotate the
starter sufficiently fast to start the engine;

B the ignition equipment may be defective (dirty plugs,
oxidized contact-breaker points, wet or cracked dis
tributor cap, damaged distributor or coil);

B the solenoid-actuated cold start device may fail to
operate;

M electric circuits may be broken or fuses blown.

























































































































































































































